
10-3/4" and 7-5/8" Riser Dril Quip 10,000# Dry Tree, 13-5/8" 10K Wellhead
3.5" (2.813" ID) "X" Nipple at 156' KB to MSL (ft): 78' (Ocean Victory)

Water Depth (ft): 4000'

KB to ML (ft): 4078'
Org. Rig: Ocean Victory - KB=78' TEC Line Gas Lift Mandrels w/ Dummies: 2,625'; 4,011'; 5,146'; 6,280'
All measurements based on Victory's KB=78'

Completion Rig-Nabors 202: Est KB=145' 1/4" Dual SCSSV Control Lines
Ref Log: SLB Scope Resistivity 8/02/09

3/8" Dual DCIN Control Lines 18-3/4" HPWH @ 14.0' AML
36" Housting @ 11.0' AML

  Jetted 36" Csg. at 4,328'

3/8" Methanol DCIN @ 8,011' 
3/8" Chemical Inj. DCIN @ 8,071'

SCSSV TRC-II-10 @ 8,132' 28" Csg.,  X-56 / S-60 @ 4,784'
with "X" nipple profile (2.750" ID) NOTE: C Annulus 12.5 ppg NaBr2 = 450 bbl w/ 25 bbl SOBM

LEGEND: B Annulus 9.5 SafeTherm = 266 bbl total
9.5 ppg SafeTherm A Annulus 13.3 ppg CaBr2 = 497 bbl
12.5 ppg NaBr2
13.3 ppg CaBr2 22" Csg., X-80 / H-90/S-90 @ 5,865' 

18" Liner,  X-80 @ 6594; TOL @ 4,840'

4-1/2" 12.75 #/ft 13-Cr 95 R3 BTS8 Tbg.
16" Liner , HCL-80 @ 8991'.  TOL @ 4749'
DQ Tie Back Sub 7-5/8" / X/O 7-5/8" by 10-3/4" at 8,500ft
4,400' 10-3/4" 65.7# TN 80SS Tenaris Blue (below ML) 9.404" drift ID
3,400' 7-5/8" 39# C-95 VAM Top (below ML) drift 6.5" ID

7-5/8" Liner Hanger Packer @ 11,910' 5,200' 7-5/8" 39# C-95 Hydril 523 (Liner CMT/Below ML) drift 6.5" ID

7-5/8" Stinger and Tieback Receptacle Top of 7-5/8" Liner: 7-5/8"  39 #/ft C-95 Tieback from 11,910'. 
    Tieback to surface

3.5" SLB Permanent Gauge at 15,499' 13-5/8"Csg., 88.2 #/ft HCQ-125 @ 12,220';  TOC @ 10,100' 

Hydrocarbon Bearing Intervals: 3-1/2" "R" Nipple (2.562" ID) @ 15,563'
Yellow A: 15,895' - 15,984' MD 7-5/8" SLB 13Cr 10K Quantum X Packer @ 15,618'
Yellow B: 16,098' - 16,270' MD
Yellow C: 16,306' - 16,466' MD 3-1/2" "R" Nipple (2.562" ID) @ 16,248'
Yellow D: 16,546' - 16,736' MD

7-5/8" SLB 13 Cr 10K Quantum X Packer @ 16,261'
 o    o 2-7/8" (2.313" ID) "X" nipple @ 16,316'

Upper Yellow "C" Sand - Open = = 2-7/8" 13Cr PetroQuip Sliding Sleeve (2.313" ID) @ 16,349'; 16,385'; 16,422'
16,330’ – 16,440’ MD w/21 spf = = 4" 11.6# SLHT 13Cr Endure Screen 16,309' - 16,447' with 25' blank above
Midperf: 13,910' TVD = =
BHP = 9300 psi
BHT = 138°F 7-5/8" SLB 13 Cr 10K Quantum X Packer @ 16,447'

 o    o 2-7/8" (2.313" ID) "X" nipple @ 16,634' with "PX" Plug in profile
Lower Yellow "D" Sand - Closed = = 2-7/8" 13Cr PetroQuip Sliding Sleeve (2.313" ID) @ 16,667', 16,703'
16,650’ – 16,720’ MD w/21 spf = = 4" 11.6# SLHT 13Cr Endure Screen 16,630' - 16,730' with 30' of blank above
Midperf: 14,070' TVD = =
BHP = 9467 psi
BHT = 140°F 7-5/8" SLB 13 Cr 10K Quantum X Packer @ 16,730'

PBTD @ 16,860'

36 degree deviation 7-5/8" Production Csg./Liner, 39 #/ft C-95 @ 17089'; TOC - 14,100' 
3/14/2011

ATP Oil and Gas Corporation
Mississippi Canyon Block 941

OCS-G 16661 Well #A-001                  Mirage - Proposed Completion

Swell Packer @ /-11,800'

10-3/4" x 7-5/8" X-O @ +/- 8,500'
DQ 10-3/4" x 7-5/8" Tie Back Tool

@ +/-11,950'

4200' 7-5/8" 39# VM95SS VAM Top FE (above ML) drift 
6.5" ID

4100' 10-3/4" 70.5# VM 95SS VAM TTR-NA                  
(above ML) drift 9.294" ID
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	Proposed Wellbore



