
 
 
 
 
 
 

Plug back for side track 
 

FIELD:  Vermilion 214   
WELL:  VR 214  # B-5 (OCS-G-2076)  
API No:   17-705-40211-05  S02 
DATE:               09/15/2011 
  
OBJECTIVE:  Pre-work prior to Temporary Abandonment of existing wellbore for future sidetrack  
 
GENERAL INFORMATION: 
  
1. The well has been drilled & cased as shown on the attached schematic. 

PROCEDURE: 
  
1) Move on location with equipment.  Hold pre-job discussion and safety meeting.  Take all precautions necessary 

to maintain well control and prevent spills. 

2) R/U pump lines and test to 3500 psi 

3) Check tbg string and production annulus for pressure.    

4) RU SL and test the lubricator to 3000 psi. 

5) GIH & pull “DXX” plug @ 3,042’  

6) Make a LIB gauge run with SL to 12,339’, get impression of slick line fish, R/D slick line 

7) R/U coil, test 200-300psi low, 3000psi high 

8) GIH & retrieve slick line fish in hole @ 12,339’  

If able to recover slick line fish: 

a)  R/U E-Line, test 3000psi, GIH & set CIBP/MRBP @ +/-14,400’ IES ( in first full jt below prod pkr @ 
14,382’), dump bail 50’ of cmt t/ +/-14,350’, let set, test t/1000psi f/15mins on chart, w/1000psi on tbg, 
press up on backside t/1000psi & hold for 15mins on chart 

If unable to recover slick line fish: 

b) R/U E-Line, test 3000psi, GIH & set CIBP/MRBP @ +/-12,370’ (12’ above slick line fish), dump bail 50’ 
of cmt t/ +/-12,320’, let set, test t/1000psi f/15mins on chart, w/1000psi on tbg, press up on backside 
t/1000psi & hold for 15mins on chart 

9) R/U slick line & install DXX plug @ 3,042’, R/D slick line 

10) Perform pre-work on tree as needed 

11) NOTE:  This concludes the pre-work prior to rig arriving on location 

 

Inform BOEMRE of demobilizing from location 

 

Once rig arrives on location, it will finish the remainder of the plug back and will be submitted with an RPM 
 
 


