
Elevations:
Water Depth: 226'

RKB to MSL:  100' MLH @ 325' RKB

RKB to ML: 326' Top of Cement for the 18-5/8" and 13-3/8" 

RKB to MLH: 325' Casing is at 325' RKB

Tubing:

500' 24" x .75" Drive Pipe

(203' pen)

22" Hole

1000' MD/TVD 18-5/8" 87.5# J-55 BTC Casing

 

17-1/2" Hole

3500' MD/TVD TOC in 13-3/8" x 9-5/8"

4000' MD/TVD 13-3/8" 61.0# J-55 BTC Casing

12-1/4" Hole

 7393' MD/TVD KOP

8600' Sand @ 8620' MD/8600' TVD

8900' MD Top of Cement

8900' MD Top of 7-5/8" Liner

9030' MD 9-5/8" 53.5# P-110 LTC Casing

9000' TVD Intermediate Casing

Liner includes Baker VXPN Liner Top Packer

(mechanical barrier)

8-1/2" x 9-7/8" Hole

10300' Sand @ 10311' MD/10250' TVD

Mechanical Barriers inside 7-5/8" Casing: 

1 - Float Shoe Plus 1 - Float Collar

10870' MD 7-5/8" 33.7# HCQ-125 LTC 

10795' TVD Production Liner

10870' MD/10795' TVD
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