
ST: BP:

6)Type of Well: Exploratory
7) H2S: Absent     Known    Unknown

10) SubSea BOP:  Yes

14) Drive Pipe Size (in): 15) Drive Pipe Depth (ft): 16)Anchors        Yes       No
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* NOTE*

BSEE Form BSEE-0123S (October 2011-Supersedes all previous versions of this form which may not be used.)   Page 1 of 1

9) Rig Name:
12) RKB Height (ft): 13) Mineral Code:

GENERAL INFORMATION PREVENTER INFORMATION TEST INFORMATION

Interval Number: Type: Name:

Name:Type:Interval Number:

TEST INFORMATION

Liner Top Depth (ft)
Cement Volume (ft3)

Interval Number: Type:

Hole Size (in)
Mud Weight (ppg)
Mud Type Code
Frac Gradient (ppg)

Type
Size (in)
Wellhead Rating (psi)
Annular Rating (psi)
BOP/Diverter Rating (psi)

BOP/Diverter Test (psi)
Mud Test Weight (ppg)
Casing/Liner Test (psi)
Formation Test (ppg)

Formation Test (ppg)

PREVENTER INFORMATIONGENERAL INFORMATION TEST INFORMATION

Name:

Annular Test (psi)
BOP/Diverter Test (psi)
Mud Test Weight (ppg)
Casing/Liner Test (psi)

Liner Top Depth (ft)
Cement Volume (ft3)

Type
Size (in)
Wellhead Rating (psi)
Annular Rating (psi)
BOP/Diverter Rating (psi)

Hole Size (in)
Mud Weight (ppg)

   Development
8) H2S Activation Plan Depth (TVD) (ft):

        17) Well Design Information

No
11) Water Depth (ft): 

PAPERWORK REDUCTION ACT OF 1995 (PRA) STATEMENT: The PRA (44 U.S.C. 3501 et. seq.) requires us to inform you 
that we collect this information to obtain knowledge of equipment and procedures to be used in drilling operations.  BSEE uses the
information to evaluate and approve or disapprove the adequacy of the equipment and/or procedures to safely perform the proposed
drilling operation.  Responses are mandatory (43 U.S.C. 1334).  Proprietary data are covered under 30 CFR 250.197.  An agency may
not conduct or sponsor, and a person is not required to respond to, a collection of information unless it displays a currently valid OMB 
Control Number.  Public reporting burden for Forms BSEE-0123 and BSEE-0123S is estimated to average 100 hours per response.
This includes the time for reviewing instructions, gathering and maintaining data, and completing and reviewing the form.  Direct
comments regarding the burden estimate or any other aspect of this form to the Information Collection Clearance Officer, Bureau of 
Safety and Environmental Enforcement, 381 Elden Street, Herndon, VA 20170.

OMB Control No. 1010-0141U.S. Department of the Interior
Bureau of Safety and Environmental OMB Approval Expires 10/31/2014

Wellhead Rating (psi)
Annular Rating (psi)
BOP/Diverter Rating (psi)

1) Operator Name: 2) Well Name (Proposed):

Size (in)

      Supplemental APD Information Sheet (Casing Design)

Annular Test (psi)

Hole Size (in)
Mud Weight (ppg)

4) Surface Lease: 3) Bottom Hole Lease:

Mud Type Code
Frac Gradient (ppg)

5) API Number:

Mud Type Code
Frac Gradient (ppg)
Liner Top Depth (ft)
Cement Volume (ft3)

  Enforcement (BSEE) 

For additional casing/liner intervals, please submit an additional Form 0123S.

Annular Test (psi)
BOP/Diverter Test (psi)
Mud Test Weight (ppg)
Casing/Liner Test (psi)
Formation Test (ppg)

Type

Nexen Petroleum USA, Inc GC 504 #1 00 01

OCS-G-22968 OCS-G-22968

60-811-40581-00 X

X N/A

Ensco 8502

3637 86 HYDROCARBON

36 4039 X

1 (Actual Data) CASING CONDUCTOR

1 22 277 X-80 7950 6670 3778/3778 9.0
2 22 224 X-80 6360 3870 5983/5982 9.0

26  BOP 7800

9.1 EMW 18.75 10200

Sea Water 15000 8.7

14.8 10000 3400

15000 14.8

7571

2 (Actual Data) LINER SURFACE

1 18 117 P-110 6680 2110 9279/9278 10.5

21 BOP 7800

12.0 18.75 10200

SBM 15000 12.0

16.0 10000 2470

3791 15000 13.5 OpenHole FIT

1853

3 (Actual Data) LINER DRILLING LINER

1 16 97 HCQ-125 7860 2950 13982/13981 12.1

19.5  BOP 7800

13.0 18.75 10200

SBM 15000 13.0

16.6 10000 3155

7956 15000 15.2

2369
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9) Rig Name:
12) RKB Height (ft): 13) Mineral Code:

GENERAL INFORMATION PREVENTER INFORMATION TEST INFORMATION

Interval Number: Type: Name:

Name:Type:Interval Number:

TEST INFORMATION

Liner Top Depth (ft)
Cement Volume (ft3)

Interval Number: Type:

Hole Size (in)
Mud Weight (ppg)
Mud Type Code
Frac Gradient (ppg)

Type
Size (in)
Wellhead Rating (psi)
Annular Rating (psi)
BOP/Diverter Rating (psi)

BOP/Diverter Test (psi)
Mud Test Weight (ppg)
Casing/Liner Test (psi)
Formation Test (ppg)

Formation Test (ppg)

PREVENTER INFORMATIONGENERAL INFORMATION TEST INFORMATION

Name:

Annular Test (psi)
BOP/Diverter Test (psi)
Mud Test Weight (ppg)
Casing/Liner Test (psi)

Liner Top Depth (ft)
Cement Volume (ft3)

Type
Size (in)
Wellhead Rating (psi)
Annular Rating (psi)
BOP/Diverter Rating (psi)

Hole Size (in)
Mud Weight (ppg)

   Development
8) H2S Activation Plan Depth (TVD) (ft):

        17) Well Design Information

No
11) Water Depth (ft): 

PAPERWORK REDUCTION ACT OF 1995 (PRA) STATEMENT: The PRA (44 U.S.C. 3501 et. seq.) requires us to inform you 
that we collect this information to obtain knowledge of equipment and procedures to be used in drilling operations.  BSEE uses the
information to evaluate and approve or disapprove the adequacy of the equipment and/or procedures to safely perform the proposed
drilling operation.  Responses are mandatory (43 U.S.C. 1334).  Proprietary data are covered under 30 CFR 250.197.  An agency may
not conduct or sponsor, and a person is not required to respond to, a collection of information unless it displays a currently valid OMB 
Control Number.  Public reporting burden for Forms BSEE-0123 and BSEE-0123S is estimated to average 100 hours per response.
This includes the time for reviewing instructions, gathering and maintaining data, and completing and reviewing the form.  Direct
comments regarding the burden estimate or any other aspect of this form to the Information Collection Clearance Officer, Bureau of 
Safety and Environmental Enforcement, 381 Elden Street, Herndon, VA 20170.

OMB Control No. 1010-0141U.S. Department of the Interior
Bureau of Safety and Environmental OMB Approval Expires 10/31/2014

Wellhead Rating (psi)
Annular Rating (psi)
BOP/Diverter Rating (psi)

1) Operator Name: 2) Well Name (Proposed):

Size (in)

      Supplemental APD Information Sheet (Casing Design)

Annular Test (psi)

Hole Size (in)
Mud Weight (ppg)

4) Surface Lease: 3) Bottom Hole Lease:

Mud Type Code
Frac Gradient (ppg)

5) API Number:

Mud Type Code
Frac Gradient (ppg)
Liner Top Depth (ft)
Cement Volume (ft3)

  Enforcement (BSEE) 

For additional casing/liner intervals, please submit an additional Form 0123S.

Annular Test (psi)
BOP/Diverter Test (psi)
Mud Test Weight (ppg)
Casing/Liner Test (psi)
Formation Test (ppg)

Type

Nexen Petroleum USA, Inc GC 504 #1 00 01

OCS-G-22968 OCS-G-22968

60-811-40581-00 X

X N/A

Ensco 8502

3637 86 HYDROCARBON

36 4039 X

4 (Actual Data) CASING INTERMEDIATE

1 14 112.6 HCQ-125 12450 8920 18851/18850 15.5 - Saltwater Kick

17.5  BOP 7800

15.6 18.75 10200

SBM 15000 15.6

16.2 (Loss by shoe isolated) 10000 7400

15000 16.2 (Weak below shoe)

3051

5 (Actual Data) LINER DRILLING LINER

1 11.75 65 HCQ-125 9940 Hydril 523 5740 19601/19600 15.5 (Influx @ 14")

2 11.75 65 HCQ-125 9940 VM SLIJ II 5740 21188/21187 15.5
2 11.75 65 HCQ-125 9940 Hydril 523 5740 21900/21899 14.1

14.75 BOP 7800

15.6 18.75 10200

SBM 15000 15.6

17.6 10000 2800

18517/18516 15000 16.7

634

6 LINER DRILLING LINER

1 9.875 62.8 HCQ-125 13840 11640 23387/23384 14.5

12.25  BOP 7800

15.2 18.75 10200

SBM 15000 15.2

16 10000 1500

22887/22885 15000 16
1057 (Inc top Squeeze)



ST: BP:

6)Type of Well: Exploratory
7) H2S: Absent     Known    Unknown

10) SubSea BOP:  Yes

14) Drive Pipe Size (in): 15) Drive Pipe Depth (ft): 16)Anchors        Yes       No
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9) Rig Name:
12) RKB Height (ft): 13) Mineral Code:

GENERAL INFORMATION PREVENTER INFORMATION TEST INFORMATION

Interval Number: Type: Name:

Name:Type:Interval Number:

TEST INFORMATION

Liner Top Depth (ft)
Cement Volume (ft3)

Interval Number: Type:

Hole Size (in)
Mud Weight (ppg)
Mud Type Code
Frac Gradient (ppg)

Type
Size (in)
Wellhead Rating (psi)
Annular Rating (psi)
BOP/Diverter Rating (psi)

BOP/Diverter Test (psi)
Mud Test Weight (ppg)
Casing/Liner Test (psi)
Formation Test (ppg)

Formation Test (ppg)

PREVENTER INFORMATIONGENERAL INFORMATION TEST INFORMATION

Name:

Annular Test (psi)
BOP/Diverter Test (psi)
Mud Test Weight (ppg)
Casing/Liner Test (psi)

Liner Top Depth (ft)
Cement Volume (ft3)

Type
Size (in)
Wellhead Rating (psi)
Annular Rating (psi)
BOP/Diverter Rating (psi)

Hole Size (in)
Mud Weight (ppg)

   Development
8) H2S Activation Plan Depth (TVD) (ft):

        17) Well Design Information

No
11) Water Depth (ft): 

PAPERWORK REDUCTION ACT OF 1995 (PRA) STATEMENT: The PRA (44 U.S.C. 3501 et. seq.) requires us to inform you 
that we collect this information to obtain knowledge of equipment and procedures to be used in drilling operations.  BSEE uses the
information to evaluate and approve or disapprove the adequacy of the equipment and/or procedures to safely perform the proposed
drilling operation.  Responses are mandatory (43 U.S.C. 1334).  Proprietary data are covered under 30 CFR 250.197.  An agency may
not conduct or sponsor, and a person is not required to respond to, a collection of information unless it displays a currently valid OMB 
Control Number.  Public reporting burden for Forms BSEE-0123 and BSEE-0123S is estimated to average 100 hours per response.
This includes the time for reviewing instructions, gathering and maintaining data, and completing and reviewing the form.  Direct
comments regarding the burden estimate or any other aspect of this form to the Information Collection Clearance Officer, Bureau of 
Safety and Environmental Enforcement, 381 Elden Street, Herndon, VA 20170.

OMB Control No. 1010-0141U.S. Department of the Interior
Bureau of Safety and Environmental OMB Approval Expires 10/31/2014

Wellhead Rating (psi)
Annular Rating (psi)
BOP/Diverter Rating (psi)

1) Operator Name: 2) Well Name (Proposed):

Size (in)

      Supplemental APD Information Sheet (Casing Design)

Annular Test (psi)

Hole Size (in)
Mud Weight (ppg)

4) Surface Lease: 3) Bottom Hole Lease:

Mud Type Code
Frac Gradient (ppg)

5) API Number:

Mud Type Code
Frac Gradient (ppg)
Liner Top Depth (ft)
Cement Volume (ft3)

  Enforcement (BSEE) 

For additional casing/liner intervals, please submit an additional Form 0123S.

Annular Test (psi)
BOP/Diverter Test (psi)
Mud Test Weight (ppg)
Casing/Liner Test (psi)
Formation Test (ppg)

Type

Nexen Petroleum USA, Inc GC 504 #1 00 01

OCS-G-22968 OCS-G-22968

60-811-40581-00 X

X N/A

Ensco 8502

3637 86 HYDROCARBON

36 4039 X

7 LINER DRILLING LINER

1 7.625 39 HCQ-125 14340 12810 26990/26538 15.3
2 7.625 39 P-110 12620 11080 27543/27000 15.3

9.875  BOP 7800

15.4 18.75 10200

SBM 15000 15.4

16.8 10000 2500

22887/22885 15000 16.8

462

8 OPEN HOLE OPEN HOLE

30039/29084 15.6

6.5 BOP 7800

15.7 18.75 10200

SBM 15000

17.1 10000

15000


