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Kathy Camp

Subject: FW: BHP-AT617 SA01ST01 WCST Updated

 

From: Labiche, Lance [mailto:Lance.Labiche@bsee.gov]  
Sent: Thursday, January 12, 2012 1:42 PM 
To: Hasenkampf, Mark 
Cc: Camp, Kathy H; Wilson, Susan; Reed, Andy A; Vidal, Daniel 
Subject: RE: BHP-AT617 SA01ST01 WCST Updated 
 
Mark, 
 
I have reviewed the attached well containment screening tool.  This well still meets the criteria for a capping stack only 
approval. 
 
Thanks, 
 
Lance Labiche 
District Operations Support Section Chief 
Bureau of Safety and Environmental Enforcement 
504-736-2433 (Office) 
504-329-2516 (Cell) 
lance.labiche@bsee.gov 

From: Vidal, Daniel [mailto:Daniel.Vidal@bhpbilliton.com]  
Sent: Thursday, January 12, 2012 11:33 AM 
To: Labiche, Lance; Hasenkampf, Mark 
Cc: Camp, Kathy H; Wilson, Susan; Reed, Andy A 
Subject: BHP-AT617 SA01ST01 WCST Updated 
 
Lance, Mark, 
  
We TD the 12‐1/4” x 14” hole section at SA01ST01 Well. Please find attached revised WCST. The changes to the approved WCST are:

1. Added WCST for 12‐1/4” x 14” hole section since M6 Sand that was expected to be water bearing resulted to be a 
hydrocarbon bearing sand (15 ft Net TVD Thickness). The actual FIT/LOT obtained in the 13‐5/8” window was used. Hole 
section was TD after drilling 327 ft below the sand. 

2. For the upcoming section (10‐5/8” x 12‐1/4”), changes were made to account for: 11‐3/4” Liner depth shallower than 
permitted (155 ft TVD shallower); Once TD was reached, the MW was increased from 11.2 ppg to 11.4 ppg to account for 
ECD drop after hole clean; since we are planning to pump the original planned volume of cement for the 11‐3/4” liner, the 
TOC will be shallower since the shoe is shallower as well. All changes made are in Orange. 

  
Please let me know if you have any questions. 
  
Thanks you. Best Regards, 
  
  
Daniel Vidal 
Sr. Drilling Engineering 
BHP Billiton Petroleum 
1360 Post Oak Boulevard, Suite 150 
Houston, Texas  77056 
Office: 713‐968‐2791 
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Cell Phone: 281‐798‐6582 
Fax: 713‐961‐8465 
  
  


