
Solo Pump Down Plug
for 6.625" Drill Pipe
w/2.49" OD Nose.

Solo Liner Wiper Plug
for 9.875" 62.800 #/ft Casing
to Receive a 2.49" OD Pump Down Plug.

Swab Cup Assembly with Extrudable
Ball Seat

Ported Nipple

Extrudable Ball Sub

Slick Stinger w/ RS Packoff

"HRD-E" Setting Tool

Packer Dog Sub

Lift Nipple with Junk Bonnet

EZ Case Shoe
8.50" OD Nominal Bit Size
9.875" 62.800 #/ft TSH 523 Box

Float Collar
Supplied by Customer

Landing Collar, Type I
w/9.875" 62.800 #/ft TSH 523 Box X Pin
125 KSI Min Yield W/Baffle

ZXP Liner Top Packer, w/ HRD-E & RS
Profile and 20' Extension w/o HD
10.375" Ext. OD
9.625" Ext. ID
10.436" Tool OD
8.535" Tool ID
9.625" TSH-563 Box
125 KSI Min Yield
Extension Burst:8,976psi
Extension Yield Collapse: 5,019psi
Extension API Collapse: 2,338psi
Body Burst:21,201psi
Body Collapse:18,127psi
Element Rating:10,000psi
Tensile Rating:1,808,583lbs
If Tieback Seals have been stabbed into
the Extension such that theyare in the
bottom of the Extension, utilize the Yield
Collapse Ratingfor the Extension.

Control Set Hydraulic Flex-Lock
Liner Hanger
10.526" Tool OD
8.565" Tool ID
140 KSI Yield Cylinder
125 KSI Yield Body
9.625" TSH-563 Pin X Pin
Hanging Capacity:735,300lbs
By-Pass Area Unset: 4.01sq. in.
By-Pass Area Set:2.88sq. in.
Hanger Burst:6,164psi
Hanger Collapse:7,147psi

Crossover Bushing
125 KSI Min Yield
w/ 9.625" TSH-563 Box X
9.875" 62.800 #/ft TSH 523


